	MATERIAL SAFETY DATA SHEET
	Product Number  HT-110
	DATE PREPARED:   12/21/2010

	HI TEMP PRODUCTS CO INC

14936 GROVER STREET

OMAHA, NE 68144
	EMERGENCY PHONE NUMBERS:

402-968-7958

402-333-8323
	INFORMATION

402-330-3344
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	MATERIAL IDENTIFICATION AND INFORMATION

	Product Name     QUICK DRESS
	OSHA HAZARDOUS COMPONENTS

	
	%
	PEL/TLV
	TWA
	STEL

	Components – Chemical Name – CAS Number
	
	PPM
	Mg/m3
	PPM
	Mg/M3
	PPM
	Mg/m3

	Light Aliphatic Solvent                  64742-89-8
	45-85
	400
	
	400
	
	
	

	Medium Aliphatic Solvent             64742-88-7
	3-9
	100
	
	100
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	PHYSICAL / CHEMICAL CHARACTERISTICS

	Boiling

Point:                                           194(F 
	Specific Gravity:

(H20 – 1)                 0.78 (60( F/ 60( F)

	
	

	Vapor Pressure: 

(MM HG & Temp)                    32.55 Mm of Hg
	Melting 

Point:                      N/A

	Vapor Density: 

AIR = 1                                       4.43
	Evaporation

Rate:                       (Nbuac=1)  4.3

	Solubility 

In Water:                                   No
	Water

Reactive:                No

	Odor & Appearance                   Cherry Odor, Blue Color
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	FIRE / EXPLOSION HAZARD DATA

	Flash Point:           (Seta Flash Closed Cup) 13.889(C

Method Used =      (7( F) Based On Light Solvent
	Auto Ignition:    N/A

Based on Data For: 

	Flammability Limits      Based On Light Aliphatic Solvent

Air % By Volume:         (Flammable)
	LEL  1.0

UEL  8.0 

	Extinguisher Media:       Use Water Fog, Foam, Dry Chemical or C02. Do Not Use A Direct Stream Of Water. Product Will Float and Can Be Re-Ignited On Surface of Water.

                                        

	Special Fire      Flammable. Don’t Enter Confined Fire Space Without Full Bunker Gear.  Also A Positive Pressure Niosh

Fighting Procedures:      Approved Self-Contained Breathing Apparatus.

	Unusual Fire And         Containers Exposed To Heat From Fires Should Be Cooled With Water To Prevent Vapor Pressure 

Explosion Hazards:       Build-Up.  Cool With Large Amounts of Water.
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	REACTIVITY HAZARD DATA

	Stability:    Stable            

	Incompatibility              N/A

Materials To Avoid:   
	Conditions

To Avoid:        N/A

	Hazardous                          

Decomposition Products:   N/A

	Hazardous Polymerization:    Will Not Occur



	HT-110 QUICK DRESS
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	HEALTH HAZARD DATA

	                                   FIRE
	Primary Route            Inhalation              Ingestion

Of Entry:               X  Skin Absorption    Non Hazardous

	                          3

	

	                   2            0
	

	                          W
	Carcinogen             NTP          OSHA

Listed In:                IARC monograph       X  Not Listed

	                               SPECIFIC
	

	
	

	HAZARD RATING

0 – Least                                     3 – Hazardous

1 – Slight                                     4 – Severe

2 – Moderate
	Health Signs       Acute:   Eye Irritant, Skin Irritant, Sensitizer, Permeator

And Symptoms 

Of Exposure:      Chronic:  No Known Effects

	Emergency First Aid Procedures:    Seek Medical Assistance For Treatment, Observation And Support If Necessary.

                                                          

	Eye Contact:  Flush Eyes With Water For 15 Minutes, Occasionally Lifting Eye Lids.  If Irritation Persists Consult a 

                        Physician.

	Skin Contact:   Wash With Soap & Water.  If Irritation Persists, Consult a Physician. 

	Inhalation: If Symptomatic, Move To Fresh Air.  Get Medical Attention If Symptoms Persist.

	Ingestion:   Do Not Induce Vomiting.  If Vomiting Occurs Lower Head Below Knees To Avoid Aspiration Into The Lungs.     

                   Seek Immediate Medical Attention.
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	CONTROL / PROTECTION MEASURES

	Respiratory Protection:    N/A

Protective Clothing:         Apron, Lab Coat, or Cover Exposed Skin To Prevent Skin Contact.

	Protective Gloves:           Impermeable Gloves.

	Eye Protection:    Wear Safety Glasses 

	Ventilation                 X Local Exhaust      X Mechanical (General)       Special

To Be Used:                  Other (Specify)    

	Other Protective Clothing and Equipment:   N/A

	Hygienic Work    Wash Hands After Use And Before Eating.

Practices:             

	7
	PRECAUTIONS FOR SAFE HANDLING and USE – SPILL PROCEDURES

	Steps to be taken if material    Absorb With An Inert Material An Put Spilled Material In An Appropriate Waste Disposal.

is spilled or released:               Eliminate All Sources of Ignition.  Do Not Get Water Inside Container.   Dispose Of  In Accordance With State, Local And  Federal Law.                               

	Water disposal                Flush Spill Area  With Water Spray.  If Material Is Spilled Do Not Rinse Water Into Drains,

methods:                         Streams, Or Creeks.  

	Precautions to be taken in    Store In A Cool Ventilated Cabinet Away From Heat Sources Of Heat & Ignition.  Keep 

handling and storage:           Container Tightly Closed When Not In Use. 

	Other precautions and / or special hazards:   Keep Out Of  The Reach Of Children

	NOTICE DISCLAIMER: Hi-Temp Products Co. Inc. expressly disclaims all expressed or implied warranties of merchantability and fitness for a particular purpose, with respect to the product or information provided. All information appearing herein is based upon data obtained from chemical manufacturer’s MSDS sheets and/or recognized technical sources. The data presented on this MSDS is recorded from hazardous ingredients listed by OSHA; air contaminant’s - permissible exposure limits, title 29 code federal regulations part 1910.1000 as being potential hazardous ingredients when exposed to air or a full concentration, for a specific length of time. While this information is believed to be accurate, Hi-Temp Products makes no representation as to its accuracy or sufficiency and usage is beyond Hi-Temp Products Co. Inc.’s control. Therefore owner’s responsibility is to verify and inform their employees of this data under their own operating conditions to determine whether this product is correct for a particular purpose. The user assumes all risks of their handling and disposal of the product or empty containers in accordance with local laws and from publications or use information contained herein. This information pertains to this product only and not to users mixing other chemicals together with this product. Each person using this product should read and be aware of potential hazardous ingredients in this product listed on this sheet. It is the user's responsibility and obligation to determine the condition of proper use, safety and handling during the use or application of this product. To insure safe handling of this product each distributor will provide a copy of this MSDS to each shop owner or employee as required by OSHA regulations. Each shop owner should in turn supply each user with a copy of this MSDS and train each person how to safely use this product, to be aware of the possible dangers, if any, while using this product, know the potential hazards of mixing other chemicals with, this product, maintain safety during use or handling of the product. At all times keep the container capped or closed after use, and dispose of the empty container in accordance with state and local laws.
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