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PRODUCTS COMPANY 
AKRYA
Klean
HT-806
Ready to Use 
KEEP FROM FREEZING
KEEP OUT OF REACH OF CHILDREN
BODY SHOP SAFE
HAZARDOUS INGREDIENTS: None
REFER TO MSDS FOR SPECIFIC DATA
HEALTH		1
FLAMMABILITY		0
REACTIVITY		0 
SPECIFIC HAZARD	
PRECAUTIONARY STATEMENT
Wear safety glasses. May cause eye irritation. If eye irritation occurs, flush eyes with water. If skin irritation occurs then flush skin with soap and water. If swallowed, do not induce vomiting, drink water or milk. Call a physician immediately if eye or skin irritation persists and or seek medical attention. 
Notice: Seller makes no warranty, expressed or implied, nor accepts any responsibility for any direct or consequential damages beyond purchase. The seller cannot control the user’s handling, end use, or effect of use!
VOC COMLIANT 
MADE IN THE U.S.A.

PART #80664
HT-806 AKRYA  Klean is a water based concentrate designed to remove waxes, polymers and silicones prior to sanding and refinishing. It removes buffing oils and residue between buffing applications. Use before applying decals or buffing paint sealants and waxes for excellent bonding. 

DIRECTIONS:
Use straight concentrate for stripping silicone sealants before sanding. Use 1 to 1 for cleansing the paint prior to sealing with paint sealants. Use 1 to 4 for wet sanding. Wash the vehicle. Add the desired water dilution to AKRYA Klean in an applicator bottle and insert trigger sprayer. Spray the vehicle body panels in an overlapping motion and allow to soak for 1 to 2 minutes. Using a soft lent free towel wipe the panels or rinse and dry. The vehicle has now been stripped of any waxes, polymers, silicones or oils and is ready for sanding, buffing or applying one of our excellent bonding waxes or sealants. 
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