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PRODUCTS COMPANY 
AKRYA
Cut 600
HT-801
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KEEP FROM FREEZING
KEEP OUT OF REACH OF CHILDREN
BODY SHOP SAFE
HAZARDOUS INGREDIENTS: Aluminum Oxide Cas No. 1334-28-1
                                                    Kaolin Clay Cas No. 1332-58-7
REFER TO MSDS FOR SPECIFIC DATA
HEALTH		1
FLAMMABILITY		1
REACTIVITY		0 
SPECIFIC HAZARD	
PRECAUTIONARY STATEMENT
Wear safety glasses. May cause eye irritation. If eye irritation occurs, flush eyes with water. If skin irritation occurs then flush skin with soap and water. If swallowed, do not induce vomiting, drink water or milk. Call a physician immediately if eye or skin irritation persists and or seek medical attention. 
Notice: Seller makes no warranty, expressed or implied, nor accepts any responsibility for any direct or consequential damages beyond purchase. The seller cannot control the user’s handling, end use, or effect of use!
VOC COMLIANT 
MADE IN THE U.S.A.

PART #80164
HT-801 AKRYA  CUT 600 is  a 
water based fast cut leveler.  For  
use on DA 1500 grit sanded clear
coat paint surfaces. Removes
sand scratches  leaving a slight 
hazy clear coat appearance.  

DIRECTIONS:
Wash & Dry the finish. Apply 4 dime size drops of HT- 801 onto a wool or foam compounding pad. Apply medium pressure on the buffer and spread the material. Begin buffing a 2ft x 2ft area. Buff the area while the product is wet between 1500 and 1700 rpms. Maintain constant pressure on the buffer and buff until the sand scratches disappear leaving a slight hazy paint appearance. Use HT-806 to cleanse the area from buffing oils and residue Apply a HT-900 leveler to enhance the paint color clarity and high gloss.  Wipe using a micro fiber towel.
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