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TECH SHEET  HT-4

MEDIUM CUT COMPOUND

BODY SHOP SAFE

REMOVES COARSE SCRATCHES,  HEAVY OXIDATION, ORANGE PEEL AND 1000 - 1200 GRIT SAND SCRATCHES ON GELCOATS, CLEAR COATS AND SOLID PAINTS.

DIRECTIONS

1. WASH & DRY FINISH

2. USE A HIGH SPEED BUFFER WITH A CLEAN WHITE WOOL PAD.

3. DISPENSE HT-4 MEDIUM CUT COMPOUND ONTO THE PANEL TO BE BUFFED.  

4. SPREAD THE MATERIAL WITH THE BUFFING PAD BEFORE POLISHING. 

5. APPLYING 47 –52 POUNDS OF PRESSURE ON THE BUFFER, BUFF HT-4 MEDIUM COMPOUND BETWEEN 1,600 AND 1,800 RPMS WHILE WET TO REMOVE PAINT SURFACE IMPERFECTIONS AND WET SANDING MARKS.

6. CLEANSE THE FINISH USING EITHER HT-23 PREP WASH,  HT-34 PREP SOLVE OR HT-806 AKRYA KLEAN TO REMOVE BUFFING RESIDUE.

7. USE  A CLEAN WHITE EDGE FOAM PAD WITH HT-61 LIGHT POWERCUT AT 1,500 RPMS WITH 20 – 25 POUNDS OF PRESSURE ON THE BUFFER TO REMOVE SWIRL MARKS.

8. TO INSURE PROPER BONDING OF PAINT SEALANTS AND WAXES CLEANSE THE FINISH WITH HT-23 PREP WASH, HT-34 PREP SOLVE OR HT-806 AKRYA KLEAN.

9. PROTECT THE FINISH USING ONE OF OUR WAXES OR SEALANTS.

**TIME SAVER TIPS**

HIGH SPEED BUFFER- AFTER STEP FOUR IS COMPLETED USE EITHER HT-68, HT-69, HT-285    OR HT-421 WITH A WHITE OR BLUE EDGE FOAM PAD AT 1,500 RPMS WITH 20 –25 POUNDS OF PRESSURE APPLIED TO THE BUFFER TO BOTH REMOVE SWIRLS AND PROTECT THE FINISH.

HIGH SPEED ORBITAL BUFFER- AFTER STEP FOUR IS COMPLETED USE EITHER HT-68, HT-69, HT-285 OR HT-421 WITH A CUTTING FOAM PAD. APPLY 15- 20 POUNDS OF PRESSURE ON THE BUFFER AT 5,500 OPMS TO BOTH REMOVE SWIRLS AND PROTECT THE FINISH.
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