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TECH SHEET  HT-69
Paint perfection
NOT BODY SHOP SAFE
A CLEAR COAT POLISHING/SEALING GLAZE THAT REMOVES BUFFING SWIRLS AND LIGHT SURFACE DEFECTS.  RESTORES THE HIGH GLOSS APPEARANCE IN CLEARCOATS AND SOLID COLORS.

DIRECTIONS

LIGHT SCRATCHES OR LIGHT OXIDATION

1. WIPE THE FINISH WITH HT-23 PREP WASH OR HT-34 PREP SOLVETO STRIP THE SURFACE OF SILICONES, OILS AND WAXES. (THIS PROCESS INSURES PROPER BONDING OF WAXES AND SEALANTS THUS MAXIMIZING DURABILITY)

2. BUFF THE FINISH WITH HT-69 PAINT PERFECTION USING EITHER A BLENDED WOOL PAD OR A POLISHING FOAM PAD AT 1,700 RPMS  WITH LIGHT TO MEDIUM PRESSURE APPLIED TO THE BUFFER TO REMOVE  LIGHT SCRATCHES.
3. WIPE THE FINISH DOWN WITH A  MICRO FIBER TOWEL AND INSPECT DETAIL.

SWIRL REMOVAL

HIGH SPEED BUFFER 

1. WIPE THE FINISH WITH HT-23 PREP WASH OR HT-34 PREP SOLVE TO STRIP THE SURFACE OF SILICONES, OILS AND WAXES. (THIS PROCESS INSURES PROPER BONDING OF WAXES AND SEALANTS THUS MAXIMIZING DURABILITY)

2. BUFF THE FINISH WITH HT-69 PAINT PERFECTION USING A BLUE EDGE FOAM PAD AT 1,500 RPMS AND WITH LIGHT PRESSURE APPLIED TO THE BUFFER TO REMOVE BUFFING SWIRLS WHILE SEALING THE PAINT AND PRODUCING A HIGH GLOSS SHINE.

3. WIPE THE FINISH DOWN WITH A MICRO FIBER TOWEL AND INSPECT DETAIL.

HIGH SPEED ORBITAL POLISHER

1. WIPE THE FINISH WITH HT-23 PREP WASH OR HT-34 PREP SOLVE TO STRIP THE SURFACE OF SILICONES, OILS AND WAXES. (THIS PROCESS INSURES PROPER BONDING OF WAXES AND SEALANTS THUS MAXIMIZING DURABILITY)

2. USING A FINISHING FOAM PAD APPLY HT-69 PAINT PERFECTION AND BUFF THE FINISH AT 6,000 OPMS WITH LIGHT PRESSURE APPLIED TO THE BUFFER TO PRODUCE A HIGH GLOSS SHINE.

3. WIPE THE FINISH DOWN WITH A MICRO FIBER TOWEL AND INSPECT DETAIL.

DUAL HEAD ORBITAL POLISHER 

1. WIPE THE FINISH WITH HT-23 PREP WASH OR HT-34 PREP SOLVE TO STRIP THE SURFACE OF SILICONES, OILS AND WAXES. (THIS PROCESS INSURES PROPER BONDING OF WAXES AND SEALANTS THUS MAXIMIZING DURABILITY)

2. APPLY HT-69 PAINT PERFECTION TO A SET OF FINISHING FOAM PADS AND BUFF TO A HIGH GLOSS SHINE. 

3. WIPE THE FINISH WITH A MICRO FIBER TOWEL AND INSPECT DETAIL. 

HAND USE

1. WIPE THE FINISH WITH HT-23 PREP WASH OR HT-34 PREP SOLVE TO STRIP THE SURFACE OF SILICONES, OILS AND WAXES. (THIS PROCESS INSURES PROPER BONDING OF WAXES AND SEALANTS THUS MAXIMIZING DURABILITY)

2. APPLY HT-69 PAINT PERFECTION WITH A WAX APPLICATOR PAD OR MICRO FIBER TOWEL IN A CIRCULAR MOTION THEN RUB INTO STRAIGHT LINES BEFORE ALLOWING THE WAX TO DRY.

3. WIPE OFF HT-69 PAINT PERFECTION WITH A MICRO FIBER TOWEL AND POLISH TO A HIGH GLOSS SHINE.

**HT-69 PAINT PERFECTION AIR CURES IN 36 HOURS. DO NOT DETERGENT WASH DURING THAT TIME.**

PART NO’S

 06904  QUARTS

    06901  GALLONS
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