
TECH SHEET  HT-803
AKRYA

CUT 1000
BODY SHOP SAFE

HT-803 AKRYA CUT 1000 IS DESIGNED TO LEVEL 1000 - 1200 GRIT SAND SCRATCHES IN 2 STAGE PAINT FINISHES BAKED OR AIR CURED BETWEEN 6-18 HOURS. 

DIRECTIONS

1. WASH AND DRY SURFACE.

2. APPLY A QUARTER SIZE DROP OF HT-803 AKRYA CUT 1000 ON THE PANEL AND SPREAD IT WITH EITHER A BLENDED OR 100% TWISTED WOOL PAD.
3. BUFF A 2FT. BY 2FT. AREA IN A BACK AND FORTH MOTION. THEN BUFF ACROSS THE SAME AREA IN THE OPPOSITE DIRECTION USING MEDIUM PRESSURE AT A MINIMUM OF 1,700 RPMS UNTIL THE SCRATCHES ARE REMOVED.

4. PREP THE SURFACE  WITH EITHER HT-23 PREP WASH OR HT-34 PREP SOLVE TO PROPERLY REMOVE ALL COMPOUND RESIDUE AND OILS.

5. INSTALL A CLEAN YELLOW EDGE FOAM PAD ON THE BACKING PLATE AND DISPENSE A DIME SIZE DROP OF HT-901 MACHINE GLAZE ONTO THE PANEL AND BUFF THE AREA APPLYING LIGHT TO MEDIUM PRESSURE AT 1,500 RPMS TO REMOVE SWIRLMARKS.
PART NO’S

80304  QUARTS

    80301  GALLONS
AKRYA(








