
[image: image1.wmf]
TECH SHEET  HT-9

ENGINE DEGREASER 

BODY SHOP SAFE

A ALKALINE BASED 4 TO 1 CONCENTRATE THAT CLEANS THE ENGINE, HOSES, WIRES AND ENGINE COMPARTMENTS PREPARING ALL COMPONENTS FOR RE-GLOSSING. 

MIXING RATIOS

 HT-9 TO WATER                       PH VALUE

                        1 PART HT-9 WITH 4 PARTS WATER                              14.0

DIRECTIONS

1. COVER DISTRIBUTOR CAP, COMPUTER OR ELECTRICAL COMPONETS, CARBURATORS OR ANY OTHER ENGINE COMPONENTS THAT COULD BECOME DAMAGED FROM EXCESSIVE WATER SPRAY OR PREVENT THE VEHICLE FROM STARTING.

2. POUR THE DILUTED CONCENTRATE OF HT-9 ENGINE DEGREASER INTO A BOTTLE AND INSERT A TRIGGER TYPE SPRAYER 

3. SPRAY ALL SURFACES TO BE CLEANED AND ALLOW HT-9 ENGINE CLEANER TO DWELL FOR 3 – 5 MINUTES.

4. RINSE CLEAN AND ALLOW TO DRY.

5. POUR HT-38 WHITE LUSTRE INTO A BOTTLE AND INSERT A TRIGGER TYPE SPRAYER.

6. SPRAY HT-38 WHITE LUSTRE ONTO ALL AREAS TO BE DRESSED.

7. WIPE OFF ANY EXCESSIVE DRESSING AND INSPECT ENGINE DETAIL.

IF ENGINE WILL NOT START REMOVE DISTRIBUTOR CAP AND WIPE DRY. 

PART NO’S

00904 QUARTS

   00901 GALLONS

       00905  5 GALLONS

         00911  55 GALLONS
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